
OLYMPUS
Corner Sofa with Rising Coffee  
to Dining Firepit Table  

TABLE ASSEMBLY INSTRUCTIONS

CUSHIONS

3* Sofa Corner Sections
3* Sofa Single Sections 
2* Stool 

5* Clips
1* Bag of Stones

6* Seat Cushions  
6* Back Cushions
1* Back Small Cushion

2* Stool Cushion
Cushions inside the rattan 
frame

Component List 
A 1 Ceramic Top

B 1 Table Top

C 1 Adjustable 
Base

E 4 Washers

F 5 Allen Key

K 1 Fire Pit

L 1 Glass  
Surround

G

M6X20

4 Bolts

M 1 Alu Plate to 
fasten control 

panel

D 

M6X40

4 Bolts
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GLASS PROTECTION

 

 RECTANGULAR FIRE PIT GLASS WINDSHILED 
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Step1:  
Connect two pieces glasses 
together with provided 
clip. 

Step 2: 
Put the plastic glide into a 
clip and install the clip to 
the bottom of the two 
glasses as shown. Secure 
the clip position with the 
screws. 

Step 3: 
Follow Step 1 and 2 to 
install the third piece of 
glass. Secure the position 
with the screws but do 
NOT tighten the screws. 

Plastic glide 

Clip 

 

 
 

 
 

 
 

 

Step 4: 
Follow Step 1 and 2 to install 
the fourth piece of glass. 
Secure the position with the 
screws but do NOT tighten 
the screws. 

Step 5: 
Install the final two pieces 
of clips and plastic glides. 
Secure the position with 
the screws but do NOT 
tighten the screws. 

Step 6: 
Adjust the glasses positions. 
Tighten all the screws and 
put the glass windshield 
upside-down, so the plastic 
glides are at the bottom. 
The glass windshield is now 
ready to use. 

Plastic glide 
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 homejunction.co.uk   info@homejunction.co.uk  @homejunctioninspiredliving    @homejunction_inspiredliving

Please check our website for all your Care Instructions

Cushions should be stored dry 
when the set is not in use. The 
life span of your cushions will 
reduce significantly if they are 
left exposed to the elements.

Keep your garden set away from sources of 
extreme heat and naked flames. This includes 
direct sunlight and firepits.

Leave us a review 


